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Avro “ ” Powerfeed Right Angle Drill

Model 
Numner

Speed Spindle Length Weight

Rpm Inch Inch / mm Lbs / kg

21001PRA1HCU 5,000 1/4-28 10 / 254 3.37/ 1.53

21002PRA1HCU 3,000 1/4-28 10 / 254 3.37/ 1.53

21003PRA1HCU 800 1/4-28 11.8/299 3.7/ 1.68

21004PRA1HCU 500 1/4-28 11.8/299 3.7/ 1.68
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Precise Feed Control
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Opptional Outputs

A Collet Style

Add suffix to model number e.g. 
21001PRA1A = 9/32"-40

=9/32"-40   

General:
- Air Inlet: 1/4” NPT Standard
- Use 5/16” (8mm) I.D Hose  
- Air pressure 90 psi (620 KPA)

Model 
Numner

Speed Spindle Length Weight

Rpm Inch Inch / mm Lbs / kg

21001PRA1 5,000 1/4-28 10 / 254 3.37/ 1.53

21002PRA1 3,000 1/4-28 10 / 254 3.37/ 1.53

21003PRA1 800 1/4-28 11.8/299 3.7/ 1.68

21004PRA1 500 1/4-28 11.8/299 3.7/ 1.68

90 Degree 0.4HP (300W)Rear Exhaust

90 Degree 0.4HP (300W)Rear Exhaust


