
Vacuum
Stainless
A60002 

Model 
Number

Free 
Speed

Intefrated
Microstop

Spindle
Thread

Maximum
Torque

Length Weight

Rpm Model Inch fb / Nm Inch / mm lbs / kg

15022MSC 5,000 66002MSC 3/8 -24 1.3 / 1.7 7.5 / 190 2.0 / 0.9

15023MSC 3,200 66002MSC 3/8 -24 2.5 / 3.4 7.5 / 190 2.0 / 0.9

15024MSC 2,400 66002MSC 3/8 -24 3.3 / 4.5 7.5 / 190 2.0 / 0.9

15025MSC 1,600 66002MSC 3/8 -24 4.2 / 5.7 8.6 / 218.4 2.16 / 0.87

15026MSC 1,000 66002MSC 3/8 -24 5.5 / 7.5 8.6 / 218.4 2.16 / 0.87

15027MSC 800 66002MSC 3/8 -24 5.8 / 7.8 8.6 / 218.4 2.16 / 0.87

15028MSC 500 66002MSC 3/8 -24 7.5 / 10.2 8.6 / 218.4 2.16 / 0.87

Avro XT250MSC

Avro “Integrated Microstop”

4175 boul. Poirier
Montréal, Québec, Canada H4R 2G9
T: 514-336-9444 | 1-866-874-9444
F: 514-336-0277 | 1-888-336-6055

info@avrotools.com
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General:

   - Power 0.5hp (0.45 kw)
   - Air Inlet: 1/4” NPT Standard   
   - Air pressure: 90 psi (620 kpa).

The XT250 drill is equipped with               
an integrated Avro  Microstop. 
Eliminating the standard drill chuck and 
minimizing spindle run out.  

Ball Bearing

Depth adjustment is 0.00042 (0.010668mm)     
each increment.

Foot Piece

No-Mar
A60007

Stainless Steel
A60008

Intefrated
Microstop

Model Shaft

66002MSC 1/4-28


