
Avro XT300

High Performance 1/4” (6.3mm)  & 3/8” Air Drill 

4175 boul. Poirier
Montréal, Québec, Canada H4R 2G9
T: 514-336-9444 | 1-866-874-9444
F: 514-336-0277 | 1-888-336-6055

info@avrotools.com
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Model 
Number

Free 
Speed

Chuck
Capaciy

Spindle
Thread

Maximum
Torque

Length Weight

Rpm In / mm Inch fb / Nm Inch / mm lbs / kg

12500 22,000 1/4 / 6.35 3/8 -24 0.25 / 0.35 6.1 / 155 1.8 / 0.80

12501 5,000 1/4 / 6.35 3/8 -24 1.1 / 1.5 6.1 / 155 1.8 / 0.80

12502 3,000 1/4 / 6.35 3/8 -24 2.8 / 3.8 6.1 / 155 1.8 / 0.80

12504 800 3/8 / 10 3/8 -24 4.1 / 5.5 6.9 / 175 2.2 / 1.0

12505 500 3/8 / 10 3/8 -24 7.5 / 10.2 6.9 / 175 2.2 / 1.0

A

General:
- Power 0.4 hp (0.30 kw)
- Air Inlet: 1/4” NPT Standard
- Air pressure: 90 psi (620 kpa).


